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The Zero Point is the intersection of the dwl with the stem at the forefoot.
The (fore-&-aft) centreline is marked c/line. 
Offsets are measured about centreline.
Heights are measured above or below (marked “-”) the dwl.
Positions are measured forward and aft (marked “-”) of the Zero Point. 
Offsets on diagonals are measured along the diagonal.
Waterlines are marked “wl” followed by their height.
Buttock lines are marked “b” followed by their offset.
Diagonals are marked “d” followed by their height on the centreline and then their angle to it.
All offsets are to inside ofskin unless otherwise noted.
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Seat stiffener 20 x 20

Gutter side 6mm ply

Seat outer carling

Cockpit coaming

Gutter vertical cleating 15 x 15

Seat inner carling

Cockpit side

Gutter side 6mm ply

Gutter back cleating 20 x 20

Outboard gutter

A/A

A/A

Cut drain slot 20 x 15
through cockpit side

Fwd gutter
side 6mm ply

Cockpit sole

Plan view
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Gutter side stiffener 10 x 30

Gutter base cleating 20 x 20

Seat top

Seat top stiffener

Aft gutter side 6mm ply

Fwd gutter side 6mm ply

View A/A

AFT

Inboard gutter

Cockpit side cuts 9mm down at this
point & gutter takes over from carling
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Aft gutter side
6mm ply

410

Cut drain slot 20 x 15
through cockpit side
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Cockpit sole9mm ply doubler under top
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Seat stiffener 20 x 20

Gutter side
6mm ply

Cockpit coaming

Gutter vertical cleating
15 x 15

Seat inner carling

Cockpit side

Gutter side 6mm ply

Gutter back cleating 20 x 20

Outboard gutter

A/A

A/A

Cut drain slot 20 x 15
through cockpit side

Aft gutter side
6mm ply

Cockpit sole

Plan view
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Gutter side stiffener 10 x 30

Gutter base cleating 20 x 20

Seat top

Seat top stiffener

Aft gutter side 6mm ply

Fwd gutter side 6mm ply

View A/A

FWD

Inboard gutter
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Fwd gutter side
6mm ply

410

Cut drain slot 20 x 15
through cockpit side

9 9

Cockpit sole 10mm ply doubler under top

Seat outer carling
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396

20

1936

–3150

Seat outer carling 20 x 30, bonded
to inboard face of cockpit coaming

Seat inner carling 20 x 30, bonded
to outboard face of cockpit side

2mm underbevel
on end

2mm underbevel
on end

Cleat 20 x 20  bonded to bulkhead
and housed 5mm into carlings

Cleat 20 x 20 bonded to transom
and housed 5mm into carlings

Stiffener 20 x 20
housed 5mm into
carlings

Stiffener 20 x 20
housed 5mm into
carlings

1937
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265

831

734 1mm underbevel on end
1·5mm underbevel
on aft face

597

285

874

285

Height to underside = 683

Height to underside = 676

Height to underside = 670
Height to
underside = 664

Note:  Intermediate heights are for
reference only - cockpit seats are
straight & slope down from fwd to
aft.  Seats are level athwartships.
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400
Seat top
9mm ply

437 3951105

9mm ply doubler under top in this area

Seat top
9mm ply

20

Seat inner carling 20 x 30, bonded
to outboard face of cockpit side

1093 401442

Inboard gutter 25 x 30

–3150–3790–4440

Outboard gutter 25 x 30

Aft gutter Fwd gutter 362.5

–4100

791

Height to underside = 674

c/line


