
Mainsail:

Luff
Leech
Foot
Head

Diagonal
Leech perpendicular
Diagonal perpendicular
Throat knock

Area

2505
5810
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mm
mm
mm
mm

mm
mm
mm
mm

m^2
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Lead = 612
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CECLA

C/line
of mast

Underside masthead band

Underside hounds band

C/line gunter jaws

3565

4045

5005

770

dwl

95

995

Mast
heel

Jib:

Luff
Leech
Foot

Luff perpendicular

Area

4400
3215
1955

1301

2.863

mm
mm
mm

mm

m^2

No. 1 Staysail:

Luff
Leech
Foot

Luff perpendicular

Area

3200
2750
1850

1585

2.537

mm
mm
mm

mm

m^2

100% Foretriangle:

I
J

Area

4210
2145

4.560

mm
mm

m^2

Masthead forestay
Intermediate forestay
Masthead shrouds
Intermediate shrouds

Bowsprit shrouds
Bobstay

Yard span

3mm
3mm
3mm
3mm

3mm
3mm

3mm

1 x 19 s/s
1 x 19 s/s
1 x 19 s/s
1 x 19 s/s

1 x 19 s/s
1 x 19 s/s

7 x 7 s/s

130% genoa:

Luff
Leech
Foot

Luff perpendicular

Area

4500
3900
3300

2785

6.295

mm
mm
mm

mm

m^2

No. 2 Staysail:

Luff
Leech
Foot

Luff perpendicular

Area

3250
2650
1495

1182

1.954

mm
mm
mm

mm

m^2

Traditional Cutter:

Main, No. 1 staysail and jib as shown (jib can be on a traveler)
Masthead and intermediate forestays
Masthead shrouds
Intermediate shrouds desirable

Occasional Cutter:

Main and 130% geona (preferably roller furling)
No. 2 Staysail set flying
Masthead forestay
Masthead shrouds

Sloop:

Main and 130% genoa (preferably roller furling)
Masthead forestay
Masthead shrouds

Some Rig Options:

Jib halyard
Staysail halyard
Main sheet
Jib sheets
Staysail sheets

8mm
8mm
10mm
10mm
10mm

000

Single block
fixed head

Eyebolt stbd
side through
beam -1500 

To cleat

Peak halyard
8mm rope

Single block
swivel head

Halyard fall
8mm rope

4-eye band
on mast

Yard Span shackle
Ø3 wire span

Single block
fixed head

Eyebolt stbd
side through
beam -1500 

To cleat

Throat halyard
8mm rope

Single block
swivel head

Halyard fall
8mm rope

4-eye band
on mast

Eye on gunter jaws

Peak Halyard

Throat Halyard

185
R=2550

700 

325 325 

Base 60 x 30 x 5
Ø6 fastenings

Ø12

Mainsheet horse, stainless steel, phosphor 
bronze CuSn5 (PB102) or galvanized mild

steel.  Bolt to inside of transom beam.
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Design 155

Sail & Rig Plan

Centrecase

Boom

Single & becket
block fixed head

Single block
fixed head

Single block
fixed head

H-shackle on
sheet horse

Single block swivel head

Shroud plate CM HL-0406

Main Sheet

Note: To increase purchase on main sheet,
move single & becket block to sheet horse ans
fit fiddle block (or double block) to boom end.


